
READ PRIOR TO INSTALLATION 
Live View Transducer Mount Installation Instructions 

🛠 Tools You’ll Need 

• 3/16” Allen Wrench 

• Flathead Screwdriver 

• Dawn Dish Soap 

• (Optional) Anti-Seize for bolts if fishing in saltwater 

     Note: V2 PowerDrive trolling motors will require special instructions for the bottom bracket. 

 

        Read This Before You Start! 

How to Install Your Live View Transducer 

1. Park Your Trolling Motor 

• Put the trolling motor in the stowed (folded up) position before you begin. 

2. Install the Top Bracket 

• Remove the 2 bolts from the top bracket with a 3/16" Allen wrench. 

• Position the clamp halves around the trolling motor shaft, directly under the motor head and in 
line with the trolling motor. 

• Replace the 2 bolts and tighten with the Allen wrench. 

• If fishing in saltwater, apply anti-seize to the bolts before tightening. 

3. Attach the Tube 

• Remove the 3 bolts from the bottom bracket using the Allen wrench. 

• Position the clamp halves around the trolling motor so the motor can still stow and deploy 
without interference. 

o Some models will line up with the motor; others may need to be offset from center. 

• Slide the tube into the opposite end of the clamp, aligning the holes in the tube with the bracket 
halves. 

• Replace and tighten the 3 bolts with the Allen wrench. 

• Use anti-seize on the bolts if you’re fishing in saltwater. 

4. Soften the Hose 

• Place the coiled hose in boiling water for 5-8 minutes to soften it. 

• Stay nearby—don’t leave it unattended. 

5. Add the Cable to the Hose 

• The hose is split along its entire length. 



• Rub a little Dawn Dish Soap on your fingers to help the cable slide inside. 

• Use a flathead screwdriver to gently open the split while guiding the cable in. 

• Start at the transducer end, leaving enough slack to adjust the transducer up and down later. 

6. Clamp the Hose and Cable 

• Loosen the top clamp with the Allen wrench. 

• Insert the hose and cable, leaving about 1 inch of hose past the clamp. 

• Tighten the clamp back down. 

• Make sure the first curl of the hose goes away from the trolling motor. 

7. Mount the Transducer 

• Attach the Live View Transducer to the tube using any standard shaft mount. 

• Position it at least 7 inches away from the trolling motor housing. 

8. Check the Hose 

• The coiled hose should be slightly taut, but still loose enough to let the motor rotate fully without 
binding. 

9. Tighten Carefully 

• Tighten brackets snugly, but don’t overtighten. 

• Over-tightening can cause poor fit. 

• A small gap at the ends of the brackets is normal. 

10. Final Check 

• Make sure the trolling motor can stow and deploy smoothly. 

• Even if the clamps don’t line up perfectly with the motor, you can still align the transducer with 
the trolling motor arrow. 

 

 

 

 

 

 

 

  

  


